





HIGH AS AKITE

2nd ANNUAL “HOMEGROWN” ART SHOW
2009 DENVER TATTOO CONVENTION

This years theme for the “homegrown” art show is pa per kites. | have never seen a tattoo
kite art show. I think this is a truly original idea and with your help and participation we
will have one of the best shows yet.

General guidelines for this years art show:

There are no rules or restrictions on style  or medium. Feel free to use whatever you
like. We do ask that you limit the size of your kite and that the construction materials be
made form the following:

PAPER SAIL

Any paper you wish to use will be okay. Remember that your kite should be tuff and
durable. For those of you who wish to go the extra mile, there are many different types of
paper and processes for making and preparing your paper. Here is a site that contains
many plans and designs including traditional Japanese paper preparation techniqu es.
http://www.tbanning.com/link.htm . You may refer to this website for information on all
things regarding kite construction.

FRAME
Wood, bamboo, or rattan. Remember the frame should be lightweight and d  urable.
Plastic is also acceptable. There are many different ways to construct the spars of your kite.

FLYING LINE
String, silk, twine, or fishing line can be used.

CONSTRUCTION MATERIALS
Glue, paste, paper Mache, string, or wire.

SIZE
Because of limited display space we are asking that you limit yourself to no more
than 32 X 24 inches.

TAIL
No longer than 36 inches.

DEADLINE

All submissions are due Friday, September 4th APM-8PM and Saturday,
September 5th 9AM-11AM. | will be at the Sheraton Hotel in the convention space
to receive the kites.

Good Luck! I can't wait to see what everyone comes up with!
Thanks,
Mike Pinto
Thick As Thieves Tattoo



-- GLUE AND PAPER PATCHES

whnat YOu Need g

SAIL: one 24" (610 mm) x 28" (710 mm) piece of medium-weight
Silkspan
SPARS:
* one 29" (735 mm) x %" (4 mm) dowel, for the spine
*  two 24" (610 mm) x /4" (6 mm) x /6" (3 mm) pieces of
spruce, for the cross spars
PATTERN MATERIAL: heavy paper or cardboard
BRIDLE: two 60" (1530 mm) pieces of kite line
FRAMING LINE:.piece of kite line
BOWLINE: two 28" (710 mm) pieces of kite line
TAIL: this kite is tailless

KITE LINE: #20 kite line (available at kite stores)

What You Po
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Draw half of the kite sail on the pattern material, allowing for '/2" (12 mm) glue flaps along each edge, and cutitout.Fold |} - 18
I
the sail in half and trace the pattern with the kite centered on the fold. Cut out both sides of the sail at the same time. i ‘
Unfold the sail and fold the glue flaps, but do not glue them yet. i i
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2

Apply glue along the cross spars and attach them to the sail. Start gluing the framing line under the glue flaps, and tie the
framing around the spars as you go. Finish with approximately 3" (75 mm) of line at the bottom. Cut a slot at each end of the
dowel (spine) and fit the dowel into the framing line at the top of the kite.Tie the ends of the framing line around the

bottom of the spine. Note that the spine is removable, so you can roll the kite. Reinforce the stress points and bridle points by

gluing paper patches onto them.
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a = Measure and tie the kite line to the bridle at the
I____s_“> tow point. Tie the hm.nlines across the
Using a blunt needle, tie the bridle spar ends. Bow the kite, and
to the spars at the four given bridle wind any excess line o
points. Tie the bridle ends around around the ends of the
the spars. spars.
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